BURGESS-MANNING

Burgess-Manning, Inc., Subsidiary of Nitram Energy, Inc.
227 Thorn Avenue, Orchard Park, NY 14127
Phone: (716) 662-6540 Fax: (716) 662-6548 Website: www.burgess-manning.com

MODEL BEOI - Blower Intake Silencer

Burgess-Manning Below Transition Speed Blower Intake Silencer

Description: Features:
Burgess-Manning chambered reactive type blower intake ¢ Noise reduction up to 40 dB
silencers are specifically designed to provide ideal noise Economically priced

°
reduction at blower speeds below transition speed. e Long service life
L]

All welded steel construction for explosion
resistant service
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Specifications:

Figure 1.0
Maximum Noise 40 dB Typical Burgess-
Attenuation: Manning reactive type
silencer
Typical 17 -24”
Sizes: Larger Sizes Available
Upon Request
Standard End NPT or 125# ANSI Theory of Operation:
Connections: Flanged The Burgess-Manning patented principle used in

the design of Burgess-Manning silencers
involves passing gas flow through snubbing

Standard Material Carbon Steel chambers. These snubbing chambers house
of Construction: an arrangement of ported tubes, which
attenuate the noise to smooth, quiet flow.
Finish: Prime Coated
Exterior
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