Type-FA Air Filter Model
No. 1058A-100

The FA filter is a disposable, dry tvpe,
pleated lofted cotton and polyester fiber
media securely bonded to a welded
galvanized wire backing. The frame is
heavy duty paperhoard.

As a pre-filter, the FA will extend the
operating life of the high efficiency
final filter.

{FA is a pre-filter only.)

Type-FW Air Filter Model
No. 1038A-101

The FW Filter is a high velocity,
permanent cleanable crimped galvanized
wire mesh, oil wetted viscous
impingement type media. Frame is
galvanized steel.

Filter can be cleaned by soaking in hot
water and detergent, and rinse. Re-spray
with adhesive after cleaning.

Type-FP Air Filter Model
No. 1058A-102

The FP Filter is a cleanable dry tvpe,
pleated synthetic fiber media with
expanded metal safety backing, front and
hack. Frame is galvanized steel.

Filter can be cleaned by using compressed

air or washing with mild detergent and
rinse.

Tvpe-FD Air Filter Model
No. 1058A-103

The FD Filter is a cleanable dry type,
pleated polyvester media type with
expanded metal safety backing, front and
back. Frame is galvanized steel.

Filter can be cleaned by washing with
mild detergent and rinse.

Engineering Data:

Mominal Filter Sime: 24" = 24" = 27

Air Flow Capacity: 2000 CFM

Initial Pressure Drop: 024" W.G.

Cleaning Efficiency: ASHRAE 5td
52-76 30% (99% of 5 microns)

Dust Holding Capacity: 202 Grams
Recommended Final Pressure Dirop:

Media Surface Area: 13 Sq. Ft.
Filter Weights 1 Ib.

Engineering Data:

Nominal Filter Size; 24" = 247 = 2°

Air Flow Capacity: 2000 CFM

Initial Pressure Drop: 0.12° WO,

Cleaning Efficiency: AC Fine 72% (93% of
10 microns)

st Holding 3 500 Grams

Recommended Final sure Dvop:
05" WG,

Filter Weight: 14 Ihs.

The FW Filter is also available in a 4" deep
size to increase dust holding capacity.

Engineering Data:

Nominal Filter Size: 24" x 24" » 2"

Air Flow Capacity: 2000 CFM

Initial Pressure Drop: 028" WG.

Cleaning Efficiency: AC Fine 95% (99% of
10 microns)

Dust Holding Capacity: 200 Grams

R?&meﬂ ed Final Pressure Drop:

Media Surface Area: 40 Sg. FL.

Filter Weight: 7 lbs.

Engineering Data:

MNominal Filter Size: 247 = 24" » 2"

Air Flow Capacity: 2000 CFM

Initial Pressure Dwop: (128" W.G.

Cleaning Efficiency: AC Fine 88% (92% of
10 microns}

Dust Holding Capacity: 800 Grams

Recommended Final Pressure Dirop:
27 WG,

Medis Surface Area: 15 5q. Ft.

Filter Weight: & lbs.







